
Marshfield Signature Series®

Product Features
and Specifications Interior Only(1)

Radiation Shielded Doors     
NON-RATED (EXRUF-1)  

 

Thickness 1-3/4” (43)

Maximum Size              Single: 4/0 x 8/0 Pair: 8/0 x 8/0 (51) Double Egress : N/A

Minimum Size 0/8 x 1/0

Faces •Wood Veneer •Decorative Laminate
•Primed MDO

Outer Lead: LSL, 1-9/16” top, 2-1/2” bottom, nominal. (49) 

Stiles Outer Lead: 1 9/16” 2-Ply (LSL & matching hardwood)
Veneer banding available for 1/8” and under lead thickness. 

Lite Openings
One lite only. Total area of opening not to exceed 1296 sq. in. of visible glass, or one continuous
dimension of 36” Wide or 54” High. (6)
EXRUF-1: Wood or metal lite kits

Other Detail Work (21) •Fitting •Machining

Factory Finish (8) Clear or stain w/ Enviroclad UV finish

Warranty (1) Full; life of original installation 

Door Weight 1/16” lead = 9.2 lbs. per sq. ft.
1/8” lead = 13 lbs. per sq. ft.

 

Face  Assembly     Adhesive Type I (waterproof)

Core  Assembly    Adhesive   

Maximum Size of

   
 

Environmental Class  ®

*Refer to separate page for explanation of footnotes.

Note: Marshfield DoorSystems, Inc. doors are manufactured per the standards listed on this page. Specifications are subject to change without notice.

For more information call: 800-869-3667
Marshfield Signature Series doors meet WDMA premium grade and AWI custom grade standards.  �2005 Marshfield DoorSystems, Inc.

•

Outer Lead: Medium-density particleboard or LSL. 
(Urea Formaldehyde Free construction)

Core

Lead Location                         Outer Lead: 1/32” through 1/4” lead
Lead Thickness                      1/16” or 1/8” (46)

Rails

Astragal at Pairs  Lead lined, matching or mill option lumber or MEA.   

Type I (waterproof)

•Prime          •Opaque


