




      

Concealed Vertical Rod Approved Sizes 
 for Neutral Pressure Fire-Rated Doors 

 
 

 
Underwriters Laboratorie s (UL ):  Neutr al Pressure  

  

        

  Wood & Plastic Face  20  45  60  90   

 Sargent 86 00       
Von Duprin  Max s ize s ing le 4/0 x 9/0  4/0 x 8/0  4/0 x 8/0  4/0 x 8/0  

 

 33 A, 35 A, 98  & 99 Max s ize pa ir 8/0 x 9/ 0 8/0 x 8/0  8/0 x 8/0  8/0 x 8/0   

 Seri es Max s ize DE  8/0 x 8/0  8/0 x 8/0  N/A  N/A   

• Some rated  doo rs, r equire the us e o f a 5” m etal 
U ch anne l on  the lock st ile.     The U channe l 
will be  primed.  The  edge ch annel  cannot be  
mortised into the door .  Ven eer wrap ped 
ch annels are  not ava ilab le. 

         
  Wood Face  20  45  60  90   

 Corbin Russwin  
Max s ize s ing le 

4/0 x 9/3  4/0 x 9/3  4/0 x 9/3  4/0 x 9/3    
 Prec ision  Max s ize pa ir 8/0 x 9/3  8/0 x 8/0  8/0 x 8/0  8/0 x 8/0    
 Yale  Max s ize DE  8/0 x 8/0  8/0 x 8/0  N/A  N/A    
 Dorma         
 VonDuprin 55 S eries        

        

  Plastic Face  20  45  60  90   

• The Ma rshfield DoorSystems  door can be fully 
factory fin ished and ready to inst all whe n 
delivered  to the jobsit e. 

 Corbin Russwin  Max s ize s ing le 4/0 x 9/3  4/0 x 9/3  4/0 x 9/3  4/0 x 8/0   
 Prec ision  Max s ize pa ir 8/0 x 9/3  8/0 x 8/0  8/0 x 8/0  8/0 x 8/0   
 Yale  Max s ize DE  8/0 x 8/0  8/0 x 8/0  N/A  N/A   
 Dorma        
 VonDuprin 55 S eries        

       

 Falcon/ Monarch  Wood Face  20  45  60  90   

• Non-rate d, 20-minu te rate d, A dams  Ri te, and  
Von  Dupr in Po siti ve Pressur e CVR  doors  wi ll 
be man ufactu red w ith a ful l len gth factory 
bonded wood stile.  This eliminates the 
poten tial for spline del aminat ion and warp 
along the lock st ile edge . 

  
Max s ize s ing le 4/0 x 10/0  4/0 x 10/0  4/0 x 10/0  

4/0 x 
10/0  

 

  Max s ize pa ir 8/0 x 10/0  8/0 x 8/0  8/0 x 8/ 0 8/0 x 8/0   
  

Max s ize DE  8/0 x 8/0  8/0 x 8/0  N/A  N/A  
 

        
 Falcon/ Monarch  Plastic Faced  20  45  60  90   

• When order ing Vo n D upr in 5547W DC  
hardware  w ith TL  trim  an extra 4” face plate 
must  be  speci fied .  When order ing NL or 376L 
trim, a 12” face plate mus t be  speci fied . 

  Max s ize s ing le 4/0 x 10/0  4/0 x 10/0  4/0 x 10/0  4/0 x 8/0   
  

Max s ize pa ir 8/0 x 10/0  8/0 x 8/0  8/0 x 8/0  8/0 x 8/0  

 

• The Von Duprin 3547A -F and 3347A -F, 
Sargen t, Mona rch, A dams  Ri te, Dor ma, Corbin 
Russ win and Yale  devices d o no t h ave a face  
plate in the s tile.  Al l ha rdware  is acc essib le 
through t he  face mac hining.  

  

Max s ize DE  8/0 x 8/0  8/0 x 8/0  N/A  N/A  
 

 
 All 45 -M inute  D ouble  Egres s must  be  90 -Minute  C onstruct ion      
       •   

  
     

 

• Pairs of doors  wi th a CVR in one  leaf and a 
mortise or cylindric al lock in the ot her  are not 
available. 

        
  
   

• Von  Dupr in 5 547WDC -F require two 5”  x 10” 
exit device blocks in m inera l core doors  due  to 
hardware ins tallat ion req uirem ents.  

• Onl y availab le on 1- ” thic k doors.  

 

 Interte k Testing Ser vice - Warnoc k Herse y (ITS-WH ):  Neutr al Pressu re   

 
 

  

  Wood & Plastic F ace  20  45  60  90   

 

 Sargent 86 00       
Von Dupri n Max s ize s ing le 4/0 x 9/0  4/0 x 8/0  4/0 x 8/0  N/A  

 

 33 A, 35 A, 98  & 99   Max s ize pa ir 8/0 x 9/0  8/0 x 8/0  8/0 x 8/0  N/A   
 Seri es Max s ize DE  8/0 x 8/0  8/0 x 8/0  N/A  N/A   
  Wood & Plastic Face  20  45  60  90   

 Von Duprin  55  Max s ize s ing le 4/0 x 9/3  4/0 x 9/3  4/0 x 9/3  N/A   
 Ser ies  Max s ize pa ir 8/0 x 9/3  8/0 x 8/0  8/0 x 8/0  N/A   
  Max s ize DE  8/0 x 8/0  N/A  N/A  N/A   

        

 

 
 
 
 

  
 
 

Wood & Plastic F ace  20  45  60  90  
 

 
 Falcon/ Monarch  Max s ize s ing le N/A  N/A  N/A  N/A    
 Corbin R usswin  Max s ize pa ir N/A  N/A  N/A  N/A    
 Prec ision  Max s ize DE  N/A  N/A  N/A  N/A    
 Yale         
 Dorma         
  Wood & Plastic Face  20  45  60  90    
 Adam  Rite  Max s ize s ing le 4/0 x 9/0  4/0 x 8/0  4/0 x 8/0  4/0 x 8/0    

  Max s ize pa ir 8/0 x 9/0  8/0 x 8/0  8/0 x 8/0  8/0 x 8/0    
  Max s ize DE  N/A  N/A  N/A  N/A    

 

Intertek Testing Service - Warnock Hersey (ITS-WH):  Neutral Pressure

All 45-Minute Double Egress must be 90-Minute Construction

Underwriters Laboratories (UL):  Neutral Pressure


