
Thickness 1-3/4",  2” or 2 1/4”
Maximum Size Single: 4/0 x 10/0 Pair: 8/0 x 10/0 Double Egress Pair: 8/0 x 10/0

Single: 4/0 x 10/0 Pair: 8/0 x 10/0 (2) Double Egress Pair: 8/0 x 8/0 (2) 

Minimum Size 0/8 x 1/10 (32)
Faces • Wood Veneer • Styled® Door  Face

 • Pr imed MDO                 •  MDO  • Decorative Laminate  

Crossbands Urea-Formaldehyde Free Engineered f iber

Stiles 1" LSL  with veneer band or decorative laminate to match face (2,3)
Face Assembly Adhesive Type I (waterproof)
Core Assembly Adhesive Type II (water-resistant)
Core Structural  Composite Lumber (SCL)  [Laminated Strand Lumber (LSL) ]

Lite Openings (6,33)        ,
METAL VISION FRAMES OR WOOD MOULDING:
ECLUF-1:

 

Lite Mouldings and Glass W-2, W-3,  W-6 W-7 or W-8 for  3/16", 1/4" or 5/16" glass only and a maximum nai l  spacing of 6"
or l is ted Metal  Vis ion Frames.

Minimum Distance from
Adjacent Lock and 
Lite Cutouts 1-1/4"
Other Detail Work (7,21)                 

        

 

       

           

 

Factory Finish (8) • Clear or Stain w/ Env iroclad UV ® finish
•  Pr ime
• Opaque with f lat gloss topcoat 

Warranty Full; life of original installation (1)

Security Rating Class 40 (9, 54),  highest Security Rating possible 

Environmental Class® Structural Composite Lumber Core Doors
Neutral Pressure - NON-RATED (ECLUF-1) and 20-MINUTE (ECLUF-20) 

For more information call: 800-869-3667

Note: Marshfield DoorSystems, Inc. doors are manufactured per the standards listed on this page.  Specifications are subject to change without notice.

Product Features
and Specifications Interior Only (1)

*Refer to separate page for explanation of footnotes.

             WOOD FACE VENEER
OR DECORATIVE LAMINATE

CROSSBAND

                                      STILE

Urea-Formaldehyde Free Construct ion

 •  Fit t ing        •  Machining        •  Standard Louver        •  Appi led Mouldings
               • Dutch Doors       •  Transoms      •  Radius Lites

ECLUF-1:
ECLUF-20: ITS-WH & UL: 

 STRUCTURAL COMPOSITE 
                                   LUMBER

Per UBC standard 41-1 and ASTM F-476 Section 18.
3/16”, 1/4” or 5/16” glass.
Total area of openings not to exceed 4,070sq. in. of visible glass or one
continuous dimension of 37.25” W or 109.25” H. Maximum cutout of 38 x 110
on a full and square 48 x 120 non-rated door. Minimum distance of 1-1/4” from 
adjacent lock and lite cutouts is required for warranty.
ECLUF-20:
• See Glazing Table
-Divide Lites -Logo Glass -Custom Lites -Grilles
Divided lites and logo glass are allowed on ECLUF-1 only. 


