
Product Features
and Specifications Interior Only (1)

Thickness 1-3/4"
Maximum Size ITS-WH: Single: 4/0 x 10/0 Pair: 8/0 x 9/0 (15)

Double Egress Pair: 8/0 x 9/0 (15)
Minimum Size 2/6 x 6/0 (32)
Faces •  Wood Veneer 

• Decorative Laminate
•  Pr imed MDO

Crossbands Engineered f iber
Stiles 1” LSL  with veneer band or laminate to match the face.

Top and Bottom Rails 7/8" (after trim) Mill Option (4,5, 24,25)

Face Assembly Adhesive Type I (waterproof)
Core Assembly Adhesive Type II (water-resistant)
Core Part ic leboard (which complies with ANSI A208.1 1LD2)

Lite Openings (6) See Glazing Table

Size Options for Workable 
Surfaces Available sizes are as fol lows:

• 14"x36" •  20"x24" •  24"x24" •  30"x30" •  36"x36"
• 14"x48" •  20"x36" •  24"x30" •  30"x36" •  36"x42"
• 14"x68" •  20"x48" •  24"x36" •  30"x42" •  36"x48"

•  20"x68" •  24"x42" •  30"x48" •  36"x54"
•  24"x48"
•  24"x68"

Types of Workable 
Surfaces Available •  Porcelain Enameled Steel Markerboard with hardboard backer – 1/4" thickness

•  High Pressure Laminate Markerboard with hardboard backer – 1/4" thickness
• 1/4" Unmounted cork, available in 4 colors (fawn, steel gray, buff, and green)
• 1/4" Mirrored Glass with Scrim safety backer

Other Detail Work
(7,10,21,28,35) •  Fitt ing     •  Machining     •  Standard Louvers     •  Glazing       •  Reveals

Factory Finish (8) Clear or Stain w/ Enviroclad UV ® finish
Opaque

Warranty Door – Full; l ife of original installation (1)
Workable Surfaces – Free from Defect

Security Rating Workable Surfaces doors have not been tested for securi ty rat ing (9,54)

Acoustic Rating Workable Surfaces doors have not been tested for acoust ic propert ies (11,55)

Workable Surfaces® Door
Positive Pressure with Frame Mounted Intumescents (1) (14) - 20-MINUTE (DFP-20PPFM)

Marshfield Signature Series®

Shown with corkboard option.

Other available Workable
Sur faces options include
mirror or markerboard.

For more information call: 800-869-3667

Note: Marshfield DoorSystems, Inc. doors are manufactured per the standards listed on this page.  Specifications are subject to change without notice.

*Refer to separate page for explanation of footnotes.


