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Listing 
Agency

Test Method Safety Rated Hose Stream Type of Glazing Fire Rating

No 20-minute
20-minute
45-minute
60-minute
90-minute

20-min DCL
20-minute
45-minute
60-minute
90-minute

20-minute DCL
20-minute
45-minute
60-minute
90-minute

20-minute DCL
20-minute
45-minute
60-minute
90-minute

20-min DCL
20-minute
45-minute
60-minute
90-minute
20-minute

20-minute DCL
20-minute

20-minute DCL
45-minute
60-minute
90-minute

  1/4"      
SuperLite I-W

Yes
ITS +

Yes            
(Cat. II)

No

1/4" PyroEdge

ITS + Yes Yes
3/16" Keralite FR-

F

ITS & UL + Yes No

5/16" FireLite 
Plus

ITS & UL + Yes Yes 3/16" FireLite NT

ITS & UL + Yes Yes

ITS & UL + No 1/4" Wired Glass
Yes

Max AreaMax Width
Installation 

Options 
Available

Special 
Notes

36 in. 1,296 in. 2 1, 9, 19, 21
36 in. 1,296 in. 2 1, 2, 19, 21
36 in. 1,296 in. 2 1, 4, 19, 21 C, F
12 in. 100 in. 2 1, 4, 19, 21
12 in. 100 in. 2 1, 4, 19, 21
36 in. 2,864 in. 2 1, 6, 21 B
36 in. 1,296 in. 2 1, 6, 21
36 in. 1,296 in. 2 1, 4, 21 C, F
36 in. 1,296 in. 2 1, 4, 21 C
36 in. 1,296 in. 2 1, 4, 21 C
36 in. 2,864 in. 2 7, 19 B
36 in. 1,296 in. 2 7, 19
36 in. 1,296 in. 2 4, 7, 19 C, F
36 in. 1,296 in. 2 4, 7, 19 C
36 in. 1,296 in. 2 4, 7, 19 C

32-7/8 in. 2,671 in. 2 11, 21 B
32-7/8 in. 1,296 in. 2 11, 21

N/A
N/A
N/A

N/A
N/A
N/A

36 in. 2,864 in. 2 4, 8, 21, 22 B
36 in. 1,296 in. 2 4, 8, 21, 22
36 in. 1,296 in. 2 4, 8, 21, 22 C, F
36 in. 1,296 in. 2 4, 8, 21, 22 C
36 in. 1,296 in. 2 4, 8, 21, 22 C
36 in. 1,296 in. 2 1, 9, 19, 21
12 in. 960 in. 2 1, 9, 19, 21 A, B
36 in. 1,296 in. 2 1, 2, 19, 21
12 in. 960 in. 2 1, 2, 19, 21 A, B
12 in. 960 in. 2 1, 4, 19, 21 A, C, F
12 in. 100 in. 2 1, 4, 19, 21
12 in. 100 in. 2 1, 4, 19, 21

Max Length

54 in.
54 in.
54 in.
33 in.
33 in.

81-1/4 in.
54 in.
54 in.
54 in.
54 in.

81-1/4 in.
54 in.
54 in.
54 in.
54 in.

81-1/4 in.
54 in.
N/A
N/A
N/A

81-1/4 in.
54 in.
54 in.
54 in.
54 in.
54 in.
80 in.
54 in.
80 in.
80 in.
33 in.
33 in.



Option 1: Listed metal vision frames. 

Option 2:

Option 3:

Option 4:

Option 5: Pemko FG3000 glazing system (FG3000 caulking or tape with Air Louver FL3000).

Option 6:

Option 7:

Option 8: Listed metal vision frames having a minimum stop height of 1/2". 

Option 9: Marshfield DoorSystems wood moulding w/o metal retaining clips

Option 10: Pyroswiss system consisting of wood moulding, setting blocks, and glazing tape.

Option 11:

Option 12: Superlite I system: Wood molding, setting blocks, and EPDM glazing tape.

Option 13:

Option 14:

Option 15: Listed metal vision frames having a minimum stop height of 5/8". 

Option 16: Listed metal vision frames. Must be glazed with metacaulk.

Option 17: Listed metal vision frames having a minimum stop height of 3/4". 

Option 18: Anemostat LoPro Vision Kit

Option 19: May include veneer-wrapped aluminum casing with All Metal metal vision frames. 

Option 20:

Option 21:

Option 22:

SPECIAL NOTES:

A
B Minimum light to lock cut-out is 1-1/4"
C Light sizes greater than 100 in2 void the temperature rise rating of the door
F

Single Light max area of 960 in.2 and multiple lights are allowed up to a maximum total area of 1,920 in.2

UNI-COR FR 45-Min Approval:  Requires Intumescent around cutout edge fastened by adhesives 
or stapled 6" on center and any rated metal vision framewith a stop height at least 3/8" 

Listed metal vision frames having a minimum stop height of 1/2", and glazed with EPDM glazing tape.

Listed metal vision frames having a minimum stop height of 1/2", and glazed with closed 
cell PVC glazing tape.

Other listed steel vision frames may be used but maximum dimensions change to 27" 
wide, 75" high, 2020 square inches of area.

Marshfield DoorSystems Wood Grills of any species cut or grooved to allow intersection 
and assembly at crossing points to be applied with 3M Dual Lock adhesive backed tape 
(mortised or surface applied) on either side of the door.  Available for use with W-2, W-6, 
W-8 wood bead, or veneer clad.  Not available with Metal

Marshfield DoorSystems "Veneer Clad Flush Woodbead" system (veneer wrapped PVC 
moulding, metal retaining clips, Metacaulk caulking, and ceramic glazing tape)  

Marshfield DoorSystems "Veneer Clad Flush Woodbead" system (veneer wrapped PVC 
moulding, metal retaining clips, and Metacaulk caulking) (see Illustration 12 in Appendix II) 

Marshfield DoorSystems Fire-Trim system with metal retaining clips, and intumescent 
backed wood moulding. 

For positive pressure:  All Metal 110 frame do NOT require use of compound, tape or intumescent.
For neutral pressure: Listed metal vision frames.

Marshfield DoorSystems PyroTrim-20 system consisting of wood moulding (Max 1/2" high x 
minimum 1/2" wide birch or denser stops), setting blocks, and Pemko FG3000 glazing tape.  

Marshfield DoorSystems Trim-Lite system consisting of wood moulding, metal retaining 
clips, and latex caulking. (see Illustration 12 - Light Options)

Other wood-bead light kits listed for use in wood or composite fire doors. 
Refer to listings for specific glazing requirements and sizes.
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